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Dake manual digital stop  
DA60 and DA120 

Set-up and user instructions 
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724 Robbins Road 
Grand Haven, MI  49417 
Phone: 1-800-937-3253 616-842-7110 
Fax:     1-800-846-3253 616-842-0859 
E-mail: customerservice@dakecorp.com 
   technicalservice@dakecorp.com  
Web:    www.dakecorp.com  
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SPECIFICATIONS 
 

·  Maximum length   5 ft. (DA60) 
10 ft (DA120) 

·  Table height   27 3/8”  to 39 3/8”  
·  Maximum weight capacity 135 lbs/ft (roller 12”  on center)  
·  Roller diameter   1.9”  
·  Standard inside width  15”  
·  Read out     mm / inch 
·  Accuracy    +/- .001 or +/- .01mm 
·  Battery    “C”  size, 1.5v 
·  Operating temp.   41° F - 122°F 

 
Thank you for buying Dake !!!!  
 
We hope you enjoy many years of using your new Dake manual stop. We hope you find 
these instructions helpful, if you have any questions please give us a call, or just stop by 
for a factory tour.  
 
724 Robbins Road 
Grand Haven, MI  49417 
 
Phone: 616-842-7110    800-937-3253 
 
E-mail: customerservice@dakecorp.com 

 
Assembly Instructions 

 
When you receive your feeding system you will need to assemble the table. Make 
sure you have the correct components as listed below before assembly of your new 
Dake manual stop. 
 
8- bolts   2 table legs 
8 –washers   1 table 
8- nuts   1 digital sliding assembly 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Remove the side bolts on the table legs and reinstall them to the desired 
height of the legs. Remember the table will add about 3.5 inches to the 
height.  
 
Set the legs four feet apart so that you can set the table on top of the legs 
(depending on which length table you have you may need to have the 
legs further or closer together). In a safe manner use a fork lift or hoist to 
pick the table up and set it just above the legs so the lifting devise holds 
the weight while installing the legs on the table.  
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Installing the digital reader  and display 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Now line the holes up on the table and the 
legs. Make sure the leg mounting bracket 
does not stick out past the table. Insert one 
bolt through the top of  the hole. Then put 
the Washer on the bottom of the bolt and 
thread on one nut. Tighten down and repeat 
this for the other 7 mounting holes. Set 
table in place and secure to the floor.  

Remove these two allen 
head bolts and set bracket 
and bolts aside. 

This black bar and pin needs to line 
up in this slot. You may have to 
loosen the handle on the back side 
of this assembly to make it fit in the 
slot. 

Slide the assembly on so that the 
first wheel is on the top round bar. 
Now, slide the unit forward so the 
second wheel is touching the bar. 
Make sure the reader is not 
touching the metal protector. It 
should clear all items and not touch 
anything. You may have to adjust 
the reader down a little bit to clear 
the metal protector. The reader 
must be with in .040 of the metal 
protector to receive a display. 
 

Top round bar 

Reader 

Metal protector 
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WARNING !!!! 
Avoid contact with the reader and magnetic tape. You can check planarity and 
parallelism between sensor and magnetic tape using a feller gauge. 
 

·  Sensor heas should be installed as close as possible to the display. 
·  Avoid running the sensor cable near high voltage power cables. 
·  Avoid mounting sensor head near capacitive or inductive noise sources such as 

relays, motors, and switching power supplies. 
 
Reinstall the bolts and bracket that was removed. Now, slide the reader assembly back 
and forth to make sure the numbers change on the screen.  
 

Operating the digital reader  
 

 
 
 

� � �
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� �
� �
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Reset to zero 
To reset the display to zero push and hold P and � �.  Do this two times for a true zero 
factor. 
 
mm/ inch display modes 
� � Push and hold for 4 seconds. On the right hand side of the display it will change 
from inch to mm. If this function does not work you will need to enable the function (see 
parameter change) by changing parameter “F_mml” . This is only set if it is set “YES” .  
 
Absolute / incremental 
The display can be changed from absolute measuring (unit displays actual distance from 
blade) to incremental or relative measuring (unit displays distance from last position). 

Program (change parameter) 

Up (select value) 

Shift (select digit) 

Save (save data) 
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Push P and � �keys simultaneously to switch from asbolut measurement to incremental. 
This function is enabled only if “F_rEL”  parameter is set “YES”  (see parameter 
change). 
 
Setup / Parameter  settings 
Push and hold P for 4 seconds to enter setup and “SETUP”  is displayed. Push  � �
key to enter MENU (parameters). Push P key to access the next parameter and parameter 
setting. Push P key for 4 seconds to exit the setup an any point. 
 
 
Default parameters (factory settings) 
All default values are written in BOLD CHARACTERS. The display can be reset to 
default parameters with the following procedure: 

·  Take out battery and wait for 10 seconds 
·  While putting in the battery push � �key (“ dEFPar”  is displayed) �
 

Moving the stop in small increments 
Pushing down and turning the black knob (shown below) you can move the stop in small 
increments. 
 

 
 

Safety 
 

Be aware of and make sure all operators and personnel understand the following safety 
label.  
 
 Beware of pinch points. Keep all body par ts clear  of moving  
 components. 

 
 
 
 
 
 
 

 
CAUTION!!! 

Read and understand all warnings, cautions, attentions and instructions before operating 
this equipment. 

CAUTION general 

Black knob 
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When working always pay attention and be alert. Be careful. Be aware of possible 
Hazards. 
 
ATTENTION tools 
Always check that your tools are in good condition and that the tools are suitable for the work to 
make (ex. don’t use the pliers as hammers etc.) 
 
ATTENTION tampering 
It is severely forbidden to modify or to tamper with parts that can alter the 
standard working conditions. 
 
CAUTION operator 
For no reason whatsoever must the operator have their hands in the area of the stop while in 
motion. 
 
According to new legislation, the employer will have to check that the 
operator has understood these notices. 
 
THIS MACHINE IS DESTINED ONLY FOR THE USE IT HAS BEEN DESIGNED 
FOR, ANY OTHER USE IS TO BE CONSIDERED IMPROPER AND 
THEREFORE THE MANUFACTURER CANNOT BE HELD LIABLE FOR ANY 
DAMAGE CAUSED BY ANY IMPROPER USE OR USE NOT EXPRESSLY 
MENTIONED IN THIS USER’S MANUAL. 
 
Owner obligations 
 
The owner agrees to only allow the gauge or the machine to be used by qualified 
and trained persons who: 
 
• Have been instructed in the general safety rules and precautions 
• Have been instructed in the correct use of the gauge and machine 
• Have read and understood the safety chapters and caution hints of this 
instruction manual. 
 
Dake is not liable in part or in whole for any personal or equipment damage 
caused by of the following: 
 
• Unintended use of the gauge 
• Improperly mounting, installing, maintaining or operating the gauge. 
• Operating the machine when the safety devices are damaged or not 
properly installed or if the safety or protection devices are not working 
properly. 
• Disregarding the hints, notes and warnings concerning the 
transportation storing mounting installing using or maintaining the 
machine. 
• Changing the construction or assembly of the machine. 
• Replacing the original motor with a stronger motor or changing the load 
bearing components of the machine. 
• Not monitoring the machine parts that wear. 
• Improper repair or replacement. 
• Acts of God or damage caused by impact of materials not involved in 
machine operation. 
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